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when the weather conditions reported
by the facility described in paragraph
(a)(1) of this section are less than that
prescribed in part 91 of this chapter or
in the certificate holder’s operations
specifications.

(h) At airports where straight-in in-
strument approach procedures are au-
thorized, a pilot may takeoff an air-
craft under IFR when the weather con-
ditions reported by the facility de-
scribed in paragraph (a)(1) of this sec-
tion are equal to or better than the
lowest straight-in landing minimums,
unless otherwise restricted, if—

(1) The wind direction and velocity at
the time of takeoff are such that a
straight-in instrument approach can be
made to the runway served by the in-
strument approach;

(2) The associated ground facilities
upon which the landing minimums are
predicated and the related airborne
equipment are in normal operation;
and

(3) The certificate holder has been
approved for such operations.

§ 135.227 Icing conditions: Operating
limitations.

(a) No pilot may take off an aircraft
that has frost, ice, or snow adhering to
any rotor blade, propeller, windshield,
wing, stabilizing or control surface, to
a powerplant installation, or to an air-
speed, altimeter, rate of climb, or
flight attitude instrument system, ex-
cept under the following conditions:

(1) Takeoffs may be made with frost
adhering to the wings, or stabilizing or
control surfaces, if the frost has been
polished to make it smooth.

(2) Takeoffs may be made with frost
under the wing in the area of the fuel
tanks if authorized by the Adminis-
trator.

(b) No certificate holder may author-
ize an airplane to take off and no pilot
may take off an airplane any time con-
ditions are such that frost, ice, or snow
may reasonably be expected to adhere
to the airplane unless the pilot has
completed all applicable training as re-
quired by § 135.341 and unless one of the
following requirements is met:

(1) A pretakeoff contamination
check, that has been established by the
certificate holder and approved by the
Administrator for the specific airplane

type, has been completed within 5 min-
utes prior to beginning takeoff. A pre-
takeoff contamination check is a check
to make sure the wings and control
surfaces are free of frost, ice, or snow.

(2) The certificate holder has an ap-
proved alternative procedure and under
that procedure the airplane is deter-
mined to be free of frost, ice, or snow.

(3) The certificate holder has an ap-
proved deicing/anti-icing program that
complies with § 121.629(c) of this chap-
ter and the takeoff complies with that
program.

(c) Except for an airplane that has
ice protection provisions that meet
section 34 of appendix A, or those for
transport category airplane type cer-
tification, no pilot may fly—

(1) Under IFR into known or forecast
light or moderate icing conditions; or

(2) Under VFR into known light or
moderate icing conditions; unless the
aircraft has functioning deicing or
anti-icing equipment protecting each
rotor blade, propeller, windshield,
wing, stabilizing or control surface,
and each airspeed, altimeter, rate of
climb, or flight attitude instrument
system.

(d) No pilot may fly a helicopter
under IFR into known or forecast icing
conditions or under VFR into known
icing conditions unless it has been type
certificated and appropriately equipped
for operations in icing conditions.

(e) Except for an airplane that has
ice protection provisions that meet
section 34 of appendix A, or those for
transport category airplane type cer-
tification, no pilot may fly an aircraft
into known or forecast severe icing
conditions.

(f) If current weather reports and
briefing information relied upon by the
pilot in command indicate that the
forecast icing condition that would
otherwise prohibit the flight will not
be encountered during the flight be-
cause of changed weather conditions
since the forecast, the restrictions in
paragraphs (c), (d), and (e) of this sec-
tion based on forecast conditions do
not apply.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 133–20, 51 FR 40710, Nov. 7,
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Amdt. 135–60, 61 FR 2616, Jan. 26, 1996]
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